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Output Rated Voltage 12Vdc£3%
Output Rated Current 18.75A
Efficiency min 90%
Over Voltage Limit max 12.5V
Ripple & Noise max 240mVp-p
Input Rated Power 250W 5% (M3 Limit0f o3t M2 X of)
Input Rated Voltage 187 ~ 264 Vac (50~60Hz) at 85% rated power
Input Rated Current 1.9A (220Vac 60Hz)
Inrush Current 60A 0|5HCold Start)
Turn On Time 500ms (max)
Power Factor 0.550]4 (Input 220Vac 60Hz)
Protection 2 IHY D27 0jA 80°0), 0t Y, T B T|S
Leakage Current TmAO|3t (Y= 220Vac 60Hz)
Operating Temperature -30°C~50°C
Storage Temperature -30°C~80°C
Working Humidity 27 4= (IP6es)
Safety Standards KC, IP68
Withstand Voltage UH-FHZF 3KVacltE
KC Certificate HD11228-17010A
AC Input Wire KS, ICE 60227-5, 300/500V, 0.75sq x 3C 250mm
DC Output Wire KETI HH01046-5005, CVCTF, 300/500V, 2.55q x 2C, 250mm
MTBF 45,000A|ZH0] & (34 90%0] L)
Dimension(LxWxH) 210 x 68 x 38.8mm
Weight 0.84kg
Size i 27
o i
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